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CONCRETE RISER.
STEEL RISERS ALLOWED

UTILITY MANHOLE AND VAULT ADJUSTMENT

THE EXISTING IRON FRAME AND COVER OR GRATE SHALL BE REMOVED AND THOROUGHLY CLEANED FOR

REINSTALLATION TO THE NEW ELEVATION.
THE REQUIRED ELEVATION USING CONCRETE BLOCKS, BRICK, AND/OR CONCRETE RINGS.

THE EXISTING STRUCTURE SHALL BE RAISED OR LOWERED TO
EACH JOINT

SHALL BE GROUTED USING A % INCH LAYER OF NON—SHRINK MORTAR, PLASTERED SMOOTH INSIDE AND
OUT. COVERS SHALL BE SEATED ON A UNIFORM LAYER OF GROUT TO PREVENT ROCKING.

RING OR FRAME

-6

GRATE OR LID
SEAL JOINT
WITH PAVING

ASPHALT

NO

S~ HMA cLASS %"
PG 64-22

DIG OUT LIMIT AND
ASPHALT PERIMETER
SHALL EXTEND 2"

(TYP.) | Eﬁ\ll_ggv ADJUSTMENT
EXISTING CB OR MANHOLE
UTILITY ADJUSTMENT DETAIL
NTS

A DRAWING NUMBER| ROW-8
S e, . SCALE NONE

R~
22 gty of UTILITY ADJUSTMENT DETAIL T R
“Swine® DEPARTMENT TRANS

Page 16 of 1




